


Steel Cord 
Conveyor Belt 

• High tensile strength: it is suitable for conveying materials for large span and long distance by 
single machine. 

• Small operation elongation: the tightening stroke required is short. 

• Small diameter of drive roller: the belt core is made of a layer of longitudinally arranged steel wire 
rope as its skeleton, which is resistant against the bending fatigue.  Therefore, rollers with smaller 
diameters can be used to ensure the compactness of equipment. 

• Good adhesion between rubber and steel wire rope: the surface of steel wire rope is galvanized 
and the rubber compound with an excellent adhesion with the wire rope is used to bond with the 
wire rope, which is resistant against the impact, not easy to fall off and has long service life. 

• Uniform tension of wire rope: the wire rope is arranged uniformly with consistent tension and 
balanced operation due to advanced manufacturing, so it is not easy to run off.  

• Good grooving performance: the belt core has no transverse skeleton, which is easy to form a 
deep groove shape to load more materials and prevent the materials from being scattered. 

• Available for X-ray inspection: the skeleton wire rope on the conveyor can be subject to a non-
destructive test with X-ray to prevent accidents. 

FEATURES

Steel cord conveyor belt is suitable for conveying materials in operational situation where high-
density, long-distance, and large-volume situations. Under special circumstances, it also applies to 
the conveyance of materials for high density while short distance. 



SPECIFICATIONS



Polyester 
Conveyor Belt 

Polyester conveyor belt is also called EP 
conveyor belt. Its tensile body is made of 
polyester fibre in warp direction and canvas 
interwoven with polyamide fibre in the weft 
direction, which has long elongation in the warp 
direction and excellent grooving property in the 
weft direction. This product is characterized by 
a good water resistance, no decrease in wet 
strength, no mildew or rot, high initial modulus 
of polyester and high safety factor.  It is suitable 
for conveying materials at medium and long 
distance, large load and high speed. 
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Heat-resistant 
Conveyor Belt 
The core of this product is made of polyester canvas as the skeleton material. Its covering rubber 
and buffer rubber are made of styrene-butadiene rubber or chlorinated butyl rubber with good heat 
resistance. This product can be operated normally at the temperature below 120 ºC and suitable for 
conveying materials at temperature below 120 ºC. It can be widely used in cement, coking, metallurgy, 
steel, and other industries. 



SPECIFICATIONS



Nylon 
Conveyor Belt  
Nylon conveyor belt is one of the best performance varieties of synthetic fibres currently used in rubber 
industry. Its structure is knitted by polyamide fibres in both warp direction and weft direction. It is the most 
widely used variety. It has the most outstanding advantages, namely, good wear resistance, high strength 
and good fatigue resistance. The conveyor belt made of nylon canvas is characterized by thin belt body, 
high strength, impact resistance, good grooving performance, strong interlayer adhesion, excellent flexibility 
and long service life. It is suitable for conveying materials at medium and long distance, large load, and high 
speed, and it is widely used in mining, metallurgy, construction, ports and other industries. 



SPECIFICATIONS

Nylon 
Conveyor Belt  



High-temperature 
Resistant Conveyor Belt 
The belt core of this product is made of polyester canvas with high modulus, low shrinkage and high tensile 
strength. Its covering rubber is made of EPDM or chlorinated butyl rubber with good high temperature 
resistance, and it is refined with high temperature resistant materials via composite moulding and 
vulcanization. 

After special impregnation and shaping treatment, the belt core of this product has high adhesive strength, 
small elongation deformation and excellent wear resistance under normal operation circumstance at the 
temperature below 180 ºC. It can withstand a high temperature of 250 ºC in a short time.  It applies to cement, 
coking, metallurgy, steel and other industries. 



SPECIFICATIONS

High-temperature 
Resistant Conveyor Belt 



Acid/Alkali-Resistant 
Conveyor Belt
The belt core of this product is made of nylon canvas or polyester canvas and it has a good elasticity, good 
grooving performance and small elongation. The coating made of acid/alkali resistant materials has a good 
property of chemical corrosion resistance. The product is widely used to convey acidic or alkaline materials in 
factories and mines, such as chemical plants, fertilizer plants and paper mills. 



SPECIFICATIONS

Acid/Alkali-Resistant 
Conveyor Belt 



Oil-resistant 
Conveyor Belt 
Ordinary conveyor belts have poor tolerance to various oils and organic solvents. The volume of surface 
rubber increases, the structure becomes slack, the physical and mechanical properties decrease and 
the service life of the products is shortened due to the swelling and erosion of oil to the surface rubber of 
conveyor belts when they are used to convey the oil-containing materials. The oil-resistant conveyor belt is 
made of nylon canvas and polyester canvas via calendaring, molding, vulcanization and other processes. It 
has a good oil resistance and can be used to convey the oil-containing materials and it can also be used in 
some occasions where oily or chemical solvents may appear. 

• The covering rubber adopts nitrile rubber with high content of acrylonitrile as the main materials, and 
adopts canvas, nylon canvas or polyester canvas as the strength layer.  

• Suitable for conveying oily materials or the environment exposed to various working oils. 

• Advantages of low volume change rate, high strength maintenance and wide application range, etc.  

FEATURES



Oil-resistant 
Conveyor Belt 
PHYSICAL PROPERTY OF THE COATING

Physical property of the coating is shown in Table 1. After the aging test (70℃ * 168h), the change rate 
of tensile strength and elongation at break of the coating shall not be greater than 25 % of the measured 
values before the aging test. 

Note: LO: oil-resistant conveyor belt for general conditions; DO: conveyor belt for the operating 
circumstance with strong wear resistance and oil resistance.  

OIL-RESISTANT PERFORMANCE



Super Wear-Resistant 
Conveyor Belt  
Ultra-wear-resistant conveyor is especially suitable for conveying the materials at medium/long distance in 
mines, docks, electric power, metallurgy, chemical industry, coal and other industries. 

• It uses high-performance covering rubber, which has high tearing resistance, strong adhesive force to 
prevent the peeling of conveyor belt, and longitudinal flexibility and lateral grooving property; 

• The surface coating has high elasticity and excellent wear resistance, which makes the conveyor belt 
wear-resistant and impact-resistant, and prolongs the service life. 

• No modification of any equipment is needed and the safety factor is high.

FEATURES

TYPICAL PARAMETERS FOR INTERNATIONAL STANDARDS (CROSS REFERENCE)


